
100.6 N/A
0.6 20504

Stainless Steel Density: 8.027 g/cm³ 09/11/2021 5
ASTM A493 7982 Stainless Steel Blue A
Anti-Friction Bearing Manufacturers Association (ANSI/AFBMA Std 10)Stainless Steel Blue B

Sample Ref. No. Material
No ref d’chantillon Matériau
Ref.-Nr. des Testteils Material
No. de referencia de la muestra Material
Ref. nr. van testdeel Materiaal
MATERIAL STANDARD
Norme de matériau
Materialnorm
Material estándar
Materiaalstandaard
GRADE
Classe
Güteklasse
Grade de calidad
Graad

Mettler Toledo Safeline hereby 
declares the following:

Test samples with the above Ref. 
No. contain the stated precision ball 
bearings and were manufactured in 
accordance with the above 
standards

Test samples were assembled and 
tested in accordance with our 
accredited ISO 9001:2015 certified 
management system procedures.

Signed on behalf of Mettler Toledo X-ray Ltd Issue Date
Signé pour le compte de Mettler Toledo X-ray Ltd Date d’édition
Unterzeichnet im Auftrag von Mettler Toledo X-ray Ltd Ausgabedatum
Firmado en nombre de Mettler Toledo X-ray Ltd Fecha de Edición
Ondertekend namens Mettler Toledo X-ray Ltd Publicatiedatum

14/02/2022

Quality Head
Responsible qualité
Quality Manager
Responsible de Calidad
Kwaliteit Manager

Les échantillons d’essai portant les numéros de 
Rer ci-dessus contiennent les billes de precision 
fabriquées conformément aux norms ci-dessus

Testteile mit der o.g. Ref.-Nr. enthalten die 
spezifizierten Präzisionskugeln und wurden 
in Übereinstimmung mit den o.g. Normen 
gefertigt

Las muestras de test identificadas con el 
número de referencia indicado arriba 
contienen los cojinetes esféricos de 
precision mencionados y se fabricaron 
conforme a las normas ctidas arriba

Testdelen met het bovengenoemde referentienummer bevatten de 
vermelde precisiekogellagers en zijn geproduceerd in overstemming 
met de bovengenoemde standaarden

Les échantillons d’essai ont été assembles et 
fabriqués conformément aux procedures de notre 
système de gestion de la qualité certifié ISO 
9001:2015

Die Testteile wurden gemäẞ unseres nach 
ISO 9001:2015 zertifizierten 
Managementsystems gefertigt und getestet

Las muestras de test se reunieron y se 
probaron conforme a los procedimientos 
acreditados de nuestro sistema de gestión 
certificadi ISO 9001:2015

De testdelen zijn gemonteerd en getest on overeenstemming met onze 
geaccrediteerde ISO 9001:2015 gecertificeerde managementsysteem 
procedures 

Manufacturing Declaration  /  Déclaration de fabrication / Herstellererklärung / Declaración de fabricación / Productieverklaring

Mettler Toledo Safeline declare par la présente 
que

Mettler Toledo Safeline erklärt hiermit 
folgendes

Mettler Toledo Safeline declara por la 
presente lo siguiente

Mettler Toledo Safeline verklaart hierbij het volgende

Type M

Manufacturers Certificate of Conformity Number 
Numéro de certificat de conformité de constucteur 
Konformitätsbescheinigungs-Nr. des Herstellers 
Numero del certificado de conformidad del fabricante 
Nummer conformteitscertificaat van fabrikant

Ball Bearing Manufacturing Standard
The Glass beads are a consumer good in the sense of §2 clause 6 no. 1 German Code for Food Stuff 
(LFGB), Commodities and Feeding Stuff. Therefore they have to comply with the legal requirements. 
The Glass beads comply with the requirements § 31 of the German Food and Feed Code (LFGB) and 
of the European Food Regulation 1935/2004/EC, Article 3.
Microbiological requirements are fulfilled.

Norme de fabrication des billes
Fertigungsnorm fur Kugeln
Estándar de fabricación papa cojinetes esféricos
Productiestandaard van kogellager

NA

Nominal Ball Diameter

3.0 mm
Diamètre nominal de bille
Nenndurchmesser der Kugel
Diámetro nominal de la bola
Nominale kogeldiameter

Certificat de conformité d’échantillon d’essai        Konformitäts bescheinigung für Testeil
Certificado de conformidad de muestra de test     Conformiteitscertificaat voor testdelen

Test Sample Details / Détails d’échantillon d’essai / Angaben zum Testteil – Detalles de la muestra de test / Gegevens van testdeel

Stuart Martin
Internal Quality Assurance Manager
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CERT NO 2152033 

100.6 N/A
0.6 20504

Stainless Steel Density: 8.027 g/cm³ 09/11/2021 5
ASTM A493 7982 Stainless Steel Blue A
Anti-Friction Bearing Manufacturers Association (ANSI/AFBMA Std 10)Stainless Steel Blue B

Sample Ref. No. Material
No ref d’chantillon Matériau
Ref.-Nr. des Testteils Material
No. de referencia de la muestra Material
Ref. nr. van testdeel Materiaal
MATERIAL STANDARD
Norme de matériau
Materialnorm
Material estándar
Materiaalstandaard
GRADE
Classe
Güteklasse
Grade de calidad
Graad

Mettler Toledo Safeline hereby
declares the following:

Test samples with the above Ref.
No. contain the stated precision ball
bearings and were manufactured in 
accordance with the above 
standards

Test samples were assembled and 
tested in accordance with our
accredited ISO 9001:2015 certified 
management system procedures.

Signed on behalf of Mettler Toledo X-ray Ltd Issue Date
Signé pour le compte de Mettler Toledo X-ray Ltd Date d’édition
Unterzeichnet im Auftrag von Mettler Toledo X-ray Ltd Ausgabedatum
Firmado en nombre de Mettler Toledo X-ray Ltd Fecha de Edición
Ondertekend namens Mettler Toledo X-ray Ltd Publicatiedatum

11/10/2022

Quality Head
Responsible qualité
Quality Manager
Responsible de Calidad
Kwaliteit Manager

Les échantillons d’essai portant les numéros de 
Rer ci-dessus contiennent les billes de precision 
fabriquées conformément aux norms ci-dessus

Testteile mit der o.g. Ref.-Nr. enthalten die 
spezifizierten Präzisionskugeln und wurden 
in Übereinstimmung mit den o.g. Normen 
gefertigt

Las muestras de test identificadas con el
número de referencia indicado arriba 
contienen los cojinetes esféricos de 
precision mencionados y se fabricaron 
conforme a las normas ctidas arriba

Testdelen met het bovengenoemde referentienummer bevatten de 
vermelde precisiekogellagers en zijn geproduceerd in overstemming 
met de bovengenoemde standaarden

Les échantillons d’essai ont été assembles et
fabriqués conformément aux procedures de notre 
système de gestion de la qualité certifié ISO
9001:2015

Die Testteile wurden gemäẞ unseres nach 
ISO 9001:2015 zertifizierten 
Managementsystems gefertigt und getestet

Las muestras de test se reunieron y se 
probaron conforme a los procedimientos
acreditados de nuestro sistema de gestión 
certificadi ISO 9001:2015

De testdelen zijn gemonteerd en getest on overeenstemming met onze 
geaccrediteerde ISO 9001:2015 gecertificeerde managementsysteem
procedures

Manufacturing Declaration / Déclaration de fabrication / Herstellererklärung / Declaración de fabricación / Productieverklaring

Mettler Toledo Safeline declare par la présente 
que

Mettler Toledo Safeline erklärt hiermit
folgendes

Mettler Toledo Safeline declara por la 
presente lo siguiente

Mettler Toledo Safeline verklaart hierbij het volgende

N/A

Manufacturers Certificate of Conformity Number
Numéro de certificat de conformité de constucteur
Konformitätsbescheinigungs-Nr. des Herstellers
Numero del certificado de conformidad del fabricante
Nummer conformteitscertificaat van fabrikant

ASTM A493

Ball Bearing Manufacturing Standard

Anti-Friction Bearing Manufacturers 
Association (ANSI/AFBMA Std 10)

Norme de fabrication des billes
Fertigungsnorm fur Kugeln
Estándar de fabricación papa cojinetes esféricos
Productiestandaard van kogellager

07982/100.6

Nominal Ball Diameter

2.5 mm
Zirconium-Aluminium-Oxide, 

Cerium stabilized
Density: 5.30 g/cm³

Diamètre nominal de bille
Nenndurchmesser der Kugel
Diámetro nominal de la bola
Nominale kogeldiameter

Certificat de conformité d’échantillon d’essai Konformitäts bescheinigung für Testeil
Certificado de conformidad de muestra de test Conformiteitscertificaat voor testdelen

Test Sample Details / Détails d’échantillon d’essai / Angaben zum Testteil – Detalles de la muestra de test / Gegevens van testdeel

Stuart Martin
Internal Quality Assurance ManagerTe
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CERT NO 2658035

SiLibeads Ceramic beads Type ZA 5.3

Data file: PDS en SiLibeads Type ZA 5.3.doc Page 1 of 1

First created on: 2019-03-05 Updated on: 2021-01-21 
Next inspection on: 2021-12-31 Printed on: 2021-01-21 

Product Data Sheet

Version: 3/2021

Product: SiLibeads Ceramic beads Type ZA 5.3
Material: Ceramic beads made of Zirconium-Aluminium-Oxide, Cerium stabilized

Application: - grinding and dispersion of coating and paint systems
- organic/inorganic pigments, e.g. titanium dioxide, ultra marine, iron oxide, etc.
- technical/mechanical components
- dispersion of fungicides, herbicides, insecticides 
- grinding of minerals and precious metals

Advantages: - useable for all modern types of mills (vertical and horizontal)
- excellent crystal structure avoids bead breakage

Technical Data:
Specific Weight: 5.3 kg/dm3

Bulk Density: 3.3 kg/dm3

Micro-Hardness: 1050 HV10

Colour: Cream-coloured
Sizes (further sizes are available upon request):
Article No. Size Range

9105-70 0.40 – 0.60 mm
9107-70 0.60 – 0.80 mm
9109-70 0.80 – 1.00 mm
9111-70 1.00 – 1.20 mm
9113-70 1.20 – 1.40 mm
9115-70 1.40 – 1.60 mm
9117-70 1.60 – 1.80 mm
9119-70 1.80 – 2.00 mm
9121-70 2.00 – 2.20 mm

91235-70 2.20 – 2.50 mm
91265-70 2.50 – 2.80 mm
9130-70 2.80 – 3.20 mm 

Additional Information:
Storage indication: Store in a dry manner in closed (original) container by room temperature.
Disposal: Please consult national laws and local regulations in force for disposal or landfill.
Safety advice: High risk of slipping due to spillage of product.

Manufacturer/Supplier: Sigmund Lindner GmbH; Oberwarmensteinacher Str. 38; 95485 Warmensteinach / GERMANY
Phone: +49-9277-9940 E-Mail: sili@sili.eu
Fax: +49-9277-99499 Web: www.sili.eu

All data are reference values – subject to change without prior notice

   

LOW MINERAL SODA LIME GLASS 
Specific Density 2.5 g/cm3
Bulk Density 1.5 kg/dm3

polished Glass beads 
made of soda lime glass
Hydrolytic resistance: (DIN ISO 720)
Acid resistance: (DIN 12116) 
Alkali resistance: (DIN ISO 695) 

     

Mettler Toledo Part Number
12998004-CARD
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